AET Electronic Tourniquet

State of the art touch screen technology makes the AET so easy to use.

- Independently operated single or dual channel option colour coded
- State of the art touch screen technology
- Integral power supply
- Leak compensation facility
- Automatic self test routines
- User friendly and simple to use controls

SAFETY FEATURES
Automatic timers, screen safety lock and audible alarms provide complete safety when in use.

Independently operated single and dual channel facility and an integral power supply.

PRESSURE
Both channels can be used simultaneously, whilst remaining independently operated. Each channel has two secondary pressure gauges, one for pre-selection of cuff pressure, and the other showing actual cuff pressure on inflation.

- Automatic timers
- Screen safety lock
- Audible alarms
- Patients data memory store
- Low maintenance
- Supplied with mobile stand and storage facilities

APT Tourniquet

Highly acclaimed for it’s reliability and user friendly design

The APT Tourniquet is a dual channel self-compensating tourniquet inflation unit. The separate channels are indicated as A & B and are colour coded blue and black. The colour coding is applied also to the cuff supply hosing to avoid confusion during use.

- Precision controlled quality pressure regulators
- Automatic timers independently activated through inflate/deflate mode
- Twin gauges ensure accurate pressure settings

Available with both piped service and “B” size air cylinder options.